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RECEIVED 

, ^ ^. CENTRAL FAX CENTER 

In the Claims- 

APR 1 6 2008 

Claims 1-13 (canceled) 

14. (withdrawn) An additive for inorganic and organic building materials 

comprising copper or a mixlurc of copper with one or more metals ftom the group 
consisting of iron, zinc, lead, tin, antimony, silver and gold in elementary and 
powdered form in portions of each 0.01 to 20 percent by weight and optionaUy a 
support material. 

1 5. (withdrawn) An additive for cement-containing building materials comprising 

copper or a mixture of copper with one or more metals from the group consisting 
of iron, zinc, lead, tin, antimony, silver and gold in elementaiy and powdered 
foim in portions of each 0.01 to 20 percent by weight and optionaJly a support 
material. 



16.(withdrawn). An additive according to claim 14 in which the metals have a 
particle size of <0. 1. mm . 

T7.(withdrawn) An additive according to claim 14 comprising wood charcoal as 
support material. 

18. (withdrawn) An additive according to claim 14 comprising tlie metals in 

portions of 0.001 to 1 5% and the support material in portions of 85 to 99.999%, 

19. (withdrawn) An additive according to claim 14 comprising the metols zinc, 

copper, lead, tin, antimony, silver and gold in different amounts. 
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20.(withdra^) In a process for the production of a _ontam^^^ 

bmldtng material ^^dtI1 improved hio-energetic properties, the imp^^^^^ 
compnsjng the incorporation of an additive according to claim 17. 

21. ( withdrawn) in a process according to claim 20, the improvement that the 

addittve is used in quantities from 0.01% to 20% by weight of the cement 
quantity. 

22. ( witl^drawn) m a process for the production of a cement-containing mine^l 

buildrng material vvith improved thermal insulation properties and ^th impmved 
bio-energetic properties, the improvement comprising the incon>oration of an 
additive according to claim 14. 

23. ( withdrawn) m a process for the production of a cement-contaimngminet^ 

buiJdmg material vdth reduced specifxc gmvity (wood charcoal - light conci^te) 
and with improved bio-energetic properties, the improvement comprising the 
mcorporation of an additive according to claim 1 7. 

24. ( withdt^wn) m a process for the production of a colored cement-containing 

mmeral building material with impiwed bio-energetic properties, the 
improvement comprising the incorporation of an additive acconJing to claim 17. 

25. ( withdrawn) Cement-containing mineral building materials with imp,x>ved bio- 

energetic properties comprising an additive according to claim 14. 

26. (withdra^^.) Additive for inorganic or organic materials, characterised in that it 

contains copper oramixture of copper with one or mot. metals in elemental and 
powdered foi-m in portions of each 0.01 to 20pe«:ent by wdghtand optionally a 
support material. 
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27.(w,thdmwn) Additiveforeement.containingminera.buildingn,a^^^^^^^ 
cha^cterised in that it contains copper ora^ixtu. of copper^^ 
meta^. ,n elementary and powdered form in portions of each 0.01 to 20 percent by 
weight and optionally a support material. . 



28.- 33. (canceled) 

34.(new) A process for the production ofa an optionally colored. ccment-contai.,i^^ 
mmeral building material comprising the pmcess step of: 

including within .aid building material an additive comprising copper or a 
. mixture of copper w,th one or more metals from the group consisting of iron 
zmc, lead, tin, antimony, silver gold in elementary and povvdered form in 
portions of each O.OOl to 20 pe«.ent by weight and optionally a support material 



35(new) A process according to claim 34 whex^in the cement.x,ntaining bdlding 
TO.atenal has tmpi-oved bio-energetic properties. 

36. (new) A process according to claim 34 wherein the cement-containing building 

material has improved thermal insulation properties 

37. (new) A process according to claim 34 wherein the cement-containing building 

matenal has reduced specific gravity (wood chaicoaj-light concrete) and 
improved bio-energetic properties, and wherein the said additive comprises 
charcoal as a support material. 

38.(new) A process according to claim 34 wherein the cement-containing building 
material is colored. 



PA6E4/7*RCVDAT4116/2008 12:28:22 PM [Eastern Daylight Time]*SVR:USPTOIFXRF-S/^^ 



us Serial No. 10/510914 
Page 5 of 7 



».(ncw) A ^cordfag «, data 34 «he.i„ fte add,«ve included wiftin ft. 

c™e«.c„„«„i„g building „«eri,r is p«=n. i„ an amo„„, ot^om 0,0i% .„ 20 
^ 1^ ba«d on ftc ,o.al «„oun, of the cc^cm p,e,e„. wi«„ earn.,, 

ranianiing building matedal. , 



■W^Coc") A piwess according ,0 claim 34 wherein ,he metals of ft, 
mcluded within fta eamem^ontai™„g building material bavea 



additive 



<O.Inim. ' - -Spatictesizeof 



*l.(»«v) A ptoce^s according to claim 34 wl^ ^^g,, ^ 

tnatenal* 



«.(«ev,) Aproc«.coordi,^^^^„„^^^^,^_^^^^^^^^_^^^^^^ 
m fte cemam^i™^ building "aerial «^ a„ atnoun. of 0 001 - 

• 15%«t. baa«l on fl,e total »eigh,of fte additive, and Ae support matenal i. 
P«»ent in an am„u« of 85 .„ 99.W9%w. ba»d on the total weight cf fte 
additive. 

«:(««v) A ptoeea, aeeotding U, elaim 34 wherein the additive comprises ti« metab 
^■"c, copper, lead, tin, antimony, sUver and gold In different amounts. 

«.(»ew) <>»=«-containing building ,na.crialspod«:ed by the procesaaecori^ 
to claim 34. ^ 



PAGE SI7'RCVDAT4/16I2008 12:28:22 PM [Eastern Daylight Time]*SVR:USPTO€FXRF-5l30*N^^^ 



